8"x 8" CONCRETE EDGE FOOTING WITH (1) 5 BAR CONTINUOUS, TRAVERTINE PAVERS TO BE SECURED TO CONCRETE FOOTING WITH CEMENT MORTAR BED

CONCRETE EDGE
2500 P.S.I. (MIN).

COMPACTED SUBGRADE

6" COMPACTED LIMEROCK BASE

1/2" MINIMUM LEVELING COURSE
FDOT 'EXCAVABLE' FLOWABLE FILL LEVELING COURSE

CROSS SECTION
SCALE: N.T.S.

NOTES:
1. PORTLAND CEMENT SHALL CONFORM TO ASTM. SPECIFICATION C-150.
2. AGGREGATES SHALL CONFORM TO ASTM. SPECIFICATION C-33.
3. THE LEVELING COURSE SHALL COMPLY WITH FDOT ROAD & BRIDGE CONSTRUCTION MANUAL SECTION 121
4. ALL UNSUITABLE, UNSTABLE AND ORGANIC MATERIAL SHALL BE REMOVED PRIOR TO SUBGRADE PREPARATION.
5. THE TRAVERTINE PAVER SHALL BE INSTALLED IN A MANNER AND PATTERN AS REQUIRED BY MANUFACTURER'S SPECIFICATIONS.